§95.33

§95.33 Cooperative use of radio sta-
tions in the GMRS.

(a) Licensees (a licensee is the entity
to which the license is issued) of radio
stations in the GMRS may share the
use of their stations with other entities
eligible in the GMRS, subject to the
following conditions and limitations.

(1) The station to be shared must be
individually owned by the licensee,
jointly owned by the participants and
the licensee, leased individually by the
licensee, or leased jointly by the par-
ticipants and the licensee.

(2) The licensee must maintain ac-
cess to and control over all stations au-
thorized under its license.

(3) A station may be shared only:

(i) Without charge;

(ii) On a non-profit basis, with con-
tributions to capital and operating ex-
penses including the cost of mobile sta-
tions and paging receivers prorated eqg-
uitably among all participants; or

(iii) On a reciprocal basis, i.e., use of
one licensee’s stations for the use of
another licensee’s stations without
charge for either capital or operating
expenses.

(4) All sharing arrangements must be
conducted in accordance with a written
agreement to be kept as part of the
station records.

(b) [Reserved]

[48 FR 35237, Aug. 3, 1983, as amended at 63
FR 68975, Dec. 14, 1998]

§95.45 Considerations on Department
of Defense land and in other cir-
cumstances.

(@) The Department of Defense may
impose additional restrictions on a sta-
tion transmitting on its land. (Before
placing a station at such a point, a li-
censee should consult with the com-
manding officer in charge of the land.)

(b) Additional restrictions may apply
when a land station in a GMRS system
is located near FCC field offices, near
United States borders, in quiet zones,
or when it may have a significant im-
pact upon the environment. See §§1.923
and 1.924 of this chapter.

[63 FR 68975, Dec. 14, 1998]

§95.51 Antenna height.

(a) Certain antenna structures used
in a GMRS system and that are more
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than 60.96 m (200 ft) in height, or are lo-
cated near or at a public-use airport
must be notified to the FAA and reg-
istered with the Commission as re-
quired by part 17 of this chapter.

(b) The antenna for a small base sta-
tion or for a small control station must
not be more than 6.1 meters (20 feet)
above the ground or above the building
or tree on which it is mounted.

[63 FR 68975, Dec. 14, 1998]

§95.101 What the license authorizes.

(@) A GMRS license authorizes a
GMRS station to transmit messages to
other GMRS stations at any geo-
graphical location within or over the
territorial limits of any area where
radio services are regulated by the
FCC. These points are listed in Appen-
dix A.

(b) The license does not authorize op-
eration as a common carrier or com-
munication of messages for pay.

(c) If the licensee is a corporation
and the license so indicates, it may use
its GMRS system to furnish non-profit
radio communication service to its
parent corporation, to another sub-
sidiary of the same parent, or to its
own subsidiary. Such use is not subject
to the cooperative use provisions of
§95.33.

(d) For non-individual licensees, the
license together with the system speci-
fications for that license as maintained
by the Commission represent the non-
individual licensees’ maximum author-
ized system.

[48 FR 35237, Aug. 3, 1983, as amended at 63
FR 68975, Dec. 14, 1998; 64 FR 53242, Oct. 1,
1999]

§95.103 Licensee duties.

The licensee is responsible for the
proper operation of the GMRS system
at all times. The licensee is also re-
sponsible for the appointment of a sta-
tion operator.

[63 FR 68975, Dec. 14, 1998]

EDITORIAL NOTE: At 64 FR 53242, Oct. 1,
1999, §95.103 was amended by revising para-
graphs (a) and (b), effective Nov. 30, 1999.
However, §95.103, as revised at 63 FR 68975,
Dec. 14, 1998, effective Feb. 12, 1999, does not
contain paragraphs (a) and (b), and the revi-
sions could not be made. For the convenience
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of the user, the revised text is set forth as
follows:

§95.103 Licensee duties.

(a) The licensee is responsible for the prop-
er operation of the GMRS system at all
times. The licensee is also responsible for
the appointment of a station operator.

(b) The licensee may limit the use of re-
peater to only certain user stations.

* * * * *

§95.105 License term.

A license for a GMRS system is usu-
ally issued for a 5-year term.

[63 FR 68975, Dec. 14, 1998]

§95.115 Station inspection.

If an authorized FCC representative
requests to inspect any station in a
GMRS system, the licensee or station
operator must make the station avail-
able. If an authorized FCC representa-
tive requests to inspect the GMRS sys-
tem records, the licensee must make
them available.

[48 FR 35237, Aug. 3, 1983, as amended at 63
FR 68975, Dec. 14, 1998]

§95.117 Where to contact the FCC.

Additional GMRS information may
be obtained from any of the following
sources:

(a) FCC National Call Center at 1-
888-225-5322.

(b) FCC World Wide Web homepage:
http://'www.fcc.gov/wtb/prs.

() In writing, to the FCC, Attention:
GMRS, 1270 Fairfield Road, Gettys-
burg, PA 17325-7245.

[63 FR 68975, Dec. 14, 1998]

§95.119 Station identification.

(a) Except as provided in paragraph
(e), every GMRS station must transmit
a station identification:

(1) Following the transmission of
communications or a series of commu-
nications; and

(2) Every 15 minutes during a long
transmission.

(b) The station identification is the
call sign assigned to the GMRS station
or system.

(¢) A unit number may be included
after the call sign in the identification.

(d) The station identification must be
transmitted in:

§95.141

(1) Voice in the English language; or

(2) International Morse code teleg-
raphy.

(e) A station need not identify its
transmissions if it automatically re-
transmits communications from an-
other station which are properly iden-
tified.

[48 FR 35237, Aug. 3, 1983, as amended at 63
FR 68975, Dec. 14, 1998]

§95.129 Station equipment.

Every station in a GMRS system
must use transmitters the FCC has cer-
tificated for use in the GMRS. Write to
any FCC Field Office to find out if a
particular transmitter has been certifi-
cated for the GMRS. All station equip-
ment in a GMRS system must comply
with the technical rules in part 95.

[63 FR 68975, Dec. 14, 1998]

§95.135 Maximum authorized trans-
mitting power.

(@) No station may transmit with
more than 50 watts output power.

(b) [Reserved]

(c) A small control station at a point
north of Line A or east of Line C must
transmit with no more than 5 watts
ERP.

(d) A fixed station must transmit
with no more than 15 watts output
power.

(e) A small base station must trans-
mit with no more than 5 watts ERP.

[48 FR 35237, Aug. 3, 1983, as amended at 53
FR 47717, Nov. 25, 1988; 63 FR 68975, Dec. 14,
1998]

§95.139 Adding a small base station or
a small control station.

(a) Except for a GMRS system li-
censed to a non-individual, one or more
small base stations or a small control
station may be added to a GMRS sys-
tem at any point where radio services
are regulated by the FCC.

(b) Non-individual licensees may not
add any small base station or small
control stations to their GMRS sys-
tems.

[53 FR 47717, Nov. 25, 1988, as amended at 63
FR 68976, Dec. 14, 1998]
§95.141 Interconnection prohibited.

No station in a GMRS system may be
interconnected to the public switched

529



